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Order Examples: RWTRF-C Band-3.7-4.2-WR229-CPRG229-i9 
 Description: (Waveguide Transmit Reject Filter, C Band, 3.7-4.2GHz, WR229 Package, CPRG-229 Flange) 
 

Specifications  
Waveguide Size: WR-229 
Frequency: 3.7 - 4.2 (GHz) 
Insertion Loss: 0.06 dB Typ 
VSWR:  1.25:1 Max 
Reject: 5.925 - 6.425 (GHz) 
Attenuation: 80 dB Typ 
Flanges:  CPRG 229 
Weight:  0.95 lbs (0.43Kg) 
Dimensions:  6.37” x 3.88” x 2.75” (162mm x 98mm x 70mm) 
Finish:  Gloss White Lacquer 

 

Units: inches
Not to scale 

Tolerance Table Metric (inch)
(unless otherwise stated):  
Hole diameter +/- 0.1mm,  (+/- 0.004”) 
Dimensions (w*l*h) +/- 0.3 mm, (+/- 0.015”) 
Dimensions (Coax Connector position )  
+/- 0.3mm,  (+/- 0.012”) 
Dimensions (Waveguide Slot Position),  
+/- 0.1mm, (+/- 0.04”) 
Dimensions (hole position)  +/- 0.1mm, (+/- 0.04”) 
Machined surfaces 
Flatness 0.025/mm, (0.001/ inch) 
Bend radius 0.8mm,  (0.031” or 1/32”) 


