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Order Examples: RWTRF-Ku(10.70-12.75)-WR75-Cover-Grooved-i9 
 Description: (Waveguide Transmit Reject Filter, Ku Band, 10.70-12.75GHz, WR75 Package, Cover [I/P] – Grooved [O/P] Flange) 
 

Specifications:   
Passband: 10.70 - 12.75 GHz 
Insertion Loss:  0.1 dB Max 
VSWR:  1.20:1 Max 
Reject Band:  13.75 - 14.50 GHz 
Rejection:  70 dB Min 
Operating Temp. Range:  -55°C To +70°C 
Flanges:  See Chart 
Weight:  0.25 lbs (0.11 Kg) 
Dimensions:  2.5" x 1.5" x 1.5"(63mm x 38mm x 38mm) 
Finish:  Gloss White Lacquer 

 

INPUT FLANGE (WR75) OUTPUT FLANGE (WR75) O-RING GROOVE
Option FLANGE HOLE DIA/THREAD FLANGE HOLE DIA/THREAD  

Option 1 Cover 0.161/0.166 Grooved M4x 0.7-6H US MIL TYPE 
Option 2-G/F Grooved Mx0.7-6H Cover 0.161/0.166 US MIL TYPE 
Option 3 F Cover 0.161/0.166 Cover 0.161/0.166  
Option 4-1 Cover 0.161/0.166 Grooved 0.161/0.166 US MIL TYPE 
Option  5 G Grooved 0.144 Grooved 0.144 US MIL TYPE 
Option -6 H* Grooved 0.161/0.166 Grooved 0.161/0.166 US MIL TYPE 
Option  7 -2 Cover 0.144 Grooved 0.144 US MIL TYPE 

Note; Option -6 H* has 90° Bend 
 

Units: inches 
Not to scale 


