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Order Examples: RWTT-8.2-12.4-WRD650-WR90-150W-89mm-e5 
 Description: (Waveguide Taper Transition, 8.2-12.4 GHz, WRD650 to WR90, 150 Watts, 89mm Length) 
 
 

Frequency 
Band 
(GHz) 

Waveguide 
WRD From 

Waveguide 
WR To 

VSWR max 
:1 

Power 
W 

Peak 
Power 

Material 
Overall 

Length “A” 
mm 

8.20-12.40 750 90 1.05 500  Aluminum 89 
12.40-18.00 750 62 1.075 500  Aluminum 51 

8.20-12.40 650 90 1.05 150 4KW Aluminum 100 

12.40-18.00 650 62 1.075 150 4KW Aluminum 100 
17.7-26.50 42 34 1.10   Brass 38 

22.00-33.00 34 28 1.10   Brass 38 

 

Tolerance Table Metric (inch) 
(unless otherwise stated):  
Waveguide Slot Position, +/- 0.1mm, (+/- 0.04”) 
Dimensions (hole position)  +/- 0.1mm, (+/- 0.04”) 
Machined surfaces 

Flatness 0.025/mm, (0.001/ inch) 
Bend radius 0.8mm,  (0.031” or 1/32”) 

Units: mm 
Not to scale 


